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ABSTRACT

NASA has many high-technology programs planned for the future, such as the space station, Mission to

Planet Earth (a series of Earth-observing satellites), space telescopes, and planetary orbiters. These missions

will involve advanced mechanical moving components, space mechanisms that will need wear protection and

lubrication. The tribology practices used in space today are primarily based on a technology more than 20 years

old The question is, Is this technology base good enough to meet the needs of these future long-duration

NASA missionb? This paper examines NASA's future space missions, how mechanisms are currently

lubricated, some of the mechanism and tribology challenges that may be encountered in future missions, and

potential solutioas to these future cilallenges.

INTRODUCTION

The space age brought with _t many lubrication challenges that had not been experienced in the past:

exposure to extremely low ambient pressures, a radiation and atomic oxygen environment, the presence of

meteoroids, the absence of a gravitational field, imposed weight limitations, contamination by vapors, and the

use of mechanical components that were not maintainable.

I he challenges for future spacecraft appear to be even greater because missions are being planned that

will require mechanisms to last for much longer periods of time. For example, the original design Life of the

space station was 30 years. Ideally, it will be built to last for 30 years. However, a 30-year maintenaace-free

life will be hard to accomplish because most mechanisms do not last that long on Earth without maintenance.

The only mechanism with a long maintenance-free life that comes to mind is a refrigerator compressor.

In addition to Earth-orbiting spacecraft, luner and planetary missions are being planned that will require

systems capable of operating over a temperature range of -181 to I I l °C, in a vacuum of 10-_2 torr, and under



extremely dusty conditions on the Moon and capable of operating under wide temperature ranges, in a low-

oxygen atmosphere, and in a dusty, corrosive environment on the planet Mars.

This paper reviews the state of the art of lubrication as it applies to space. Lubrication techniques used

in the past are described, and their advantages and disadvantages are discussed. In addition, lubrication

challenges of furore NASA space missions are examined.

FUTURE NASA SPACE MISSIONS

NASA has four major mission areas:

(1) Space Exploration Initiative (SEI)---Expand human presence to the Moon, Mars, and beyond.

(2) Mission to Planet Earth---Understand the interaction between oceans, atmosphere, and land

(weather); living organisms and the environmera; the environment and pollution; and the composition

and evolution of the Earth.

(3) Astrophysics---Understand the universe (laws of physics, birth of gtars and planets, and advent of

life)

(4) Material and life sciences--Understand and develop new processes (fluid dynamics, combustion

fundamentals, material processing, physics and chemistry, and space medicines)

Figure 1 shows a proposed timeframe for completing some of the hardware that will be needed for these

missions. The figure separates the hardware classes into transportation, spacecraft, and large space systems.

NEED FOR IMPROVED LUBRICATION TECHNOLOGY

To detennine if the .,-tare of the art of space mechanisms is adequate to meet the requirements of future

NASA missions, a questionnaire was sent to industry and government personnel known to be working in the

field. Unedited responses to the questionnaire are reported in (1). An analysis of the lesponses is rt_orted iL

(2). The respondents answered a number of questions assessing current or anticipated needs. Approximately

98 pexent stated that new or improved mechanical component and lubrication tecba_ology will be needed for

future space missions. The complexity of the tribology problem is indicated in Figure 2, where the spectrum of

operating speeds for future space mechanisms is shown.
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METHODS USED TO LUBRICATE SPACE SYSTEMS

Many different liquid lubricants have been used in space: silicones, mineral oils, perfluoropolyalkylethers

(PFPAE), polyalphaolef'ms, polyolesters, and multiply-alkylated cyclopentanes, Table 1 lists some commonly

used liquid space lubricants and their properties. For more details on these lubricants see (3--9).

Because excessive weight is a problem for satellites, large reservoirs of liquid lubricant and the resultant

pumping systems (as used in aeronautical applications) are not appropriate. Instead, rolling-element bearings are

lubricated with small liquid reservoirs and/or porous cages. The cages are impregnated with lubricant before

assembly.

Lubricant can be lost through vaporization, creep, or inadequate supply. To counteract vaporization, low-

vapor-pressure fluids, such as the PFPAE's, are used ano labyriqth seals are employed. To counteract creep,

barrier films are used, for example, in the lands of the races, to prevent the lubricant from creeping into

undesirable places. To ensure adequate lubricant supply, positive feed systems have been developed to meter

and control the flow of lubricant to the contact areas (10). Wick lubrication has also been proposed as a means

of increasing the lubricant supply (11).

Greases

A grease is a semisohd liquid that consists of a liquid lubricant mixed with a thickener. The oil does the

lubricating while the thickener holds the oil in place and provides a resistance to flow. Thickeners used consist

of soaps (a metallic element such as lithium, calcium, sodium, or aluminum reacted with a fat or a fatty _cid) or

fine particles of a lubricating additive, such as polytetrafluoroethylene (PTFE) or lead. The consistency of

grease varies: it may be so hard that it must be cut with a knife or soft enough to flow under low pressures. As

in oils, additives are often added to greases to iinprove load-carrying ability, oxidation resistance, and corrosion

control.

Greases are used for a variety of space applications: low- to high-speed, angular-contact ball bearings;

journal bearings: and gears. The primary reason for using a grease is that the grease can act as a reservoir for



supplyingoil to contacting surfaces. It can also act as a physical barrier to prevent oil loss by creep or by

centrifugal forces. Greases used for various space applications are described by McMurtrey (3-4).

Solids

Solid lubricants are used in space to lubricate various mechanical components, such as rolling-element

bearings, journal bearings, gears, bushings, electrical sliding contacts, clamps and latches, bolts, seals, rotating

nuts, robotic and telescoping joints, backup bearings for gas and magnetic bea_,'ings, fluid transfer joints, various

release mechanisms, valves, and harmonic drives. The following types of solid lubricants are used for these

space applications:

(1) Soft metal films: gold, silver, lead, indium, and barium

(2) Lamellar solids: molybdenum disulfide, tungsten disulfide, cadmium iodide, lead iodide, molybdenum

diselenide, intercalated graphite, fluorinated graphite, and pthalocyanines

(3) Polymers: PTFE, polyimides, fluorinated ethylene-propylene, ultra-high-molecular weight

polyethylene, polyether ether ketone, polyacetal, *and phenolic and epoxy resins

(4) Other low-shear-strength materials: fluorides of calcimn, lithium, barium, and rare earths;

sulfides of bismuth and cadmium; and oxides of lead, cadmium, cobalt, and zinc

The most common way to utilize a solid lubricant is to apply it to a metal surface as a film or coating.

Typicatly, films are used only where it is not convenient or not possible to use a liquid or a grease. Since tilms

have finite lives, they are typically not used for rolling-element bearing applications that would experience more

than a million cycles of sliding.

There are many methods of depositing solid lubricant films onto a surface. The easiest method is to rub

or burnish powders onto a roughened metallic surface. The next simplest method is to incorporate solid

lubricant powders into a liquid binder system; brush, dip, or spray the mixture (much like a paint) onto the

surf_e; and then thermally remove the liquid. More modern techniques include vacuum deposition methods,

such as sputtering and ion plating. For more details on application techniques see (12).
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Solidlubricantscan alsobe employed as a solidbody,typicallyintheform of a composite.A composite

consistsof a matrixmaterial(toprovidestructuralstrength)and a solidlubricantmaterial(toprovide

lubrication).Some polymer materials,suchas thepolylmides,have demonstratedthattheycan providevery

low frictionand wear propertiesby themselveswithoutbeingmade intoa composite(13).

Roiling-elementbearingsaresometimeslubricatedby making theretainerout of a compositelubricant

materialso thatthelubricantcan be transferredtothe roilingbailsand thentotheinnermd outerraces.

Figure3 aemonstrateshow thisfilm-transfermechanism operates(14).Generally,thisform of lubricationis

successfulonlyunder lightlyloadedconditions;however,the techniquehas been used with limitedsuccessto

lubricatetheballbearingsinthespaceshuttleturbopumps.

COMPARISON OF LIQUID AND SOLID LUBRICATION MECHANISMS

Liquid Lubrication Mechanisms

There are four defined regimes of liquid lubrication: hydrodynamic, elastohydrodynamic, boundary, and

mixed. These regimes are directly proportional to the oil viscosity Z and to the relative velocity V and inversely

proportional to the load L. Figure 4, known as the Stribeck-Hersey curve (15-17), depicts these regimes in

terms of coefficient of friction versus the parameter viscosity, velocity, and load (ZV/L).

The first regime is known as hydrodynamic lubrication. This regime is characterized by the complete

separation of the surfaces by a fluid film that is developed by the flow of a fluid through the contact region.

Typically, the thickness of the lubricant fdm separating the surfaces is greater than 0.25 pan (10 -s in.).

For nonconformal concentrated contacts, where loads are high enough to cause elastic deformation of the

surfaces but speed and viscosity are not large enough to produce film thicknesses greater than 0.25 ttm

(10 -5 in.), the second lubrication regime comes into effect. This regime is known as elastohydrodynamic

lubrication. The thickness of the lubricant film in this regime is 2.5 I_rk (10 4 in.) to 0.025 }an (10 -6 in.).

Usually, during hydrodynamic and elasIohyrodynamic lubrication, no wear takes place because there is no

contact between the sliding surfaces.
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As the thickness of the oil film decreases to values below 0.0025 tan (10 -7 in.), the boundary lubrication

regime comes into play. In this regime asperity contact between the sfiding surfaces takes place, and the

lubrication process becomes the shear of chemical compounds on the surface. This regime is dependent on

lubricant additives within the oil that produce compounds on the surface which have the ability to shear and

provide lubrication. Boundary lubrication is highly complex, involving surface topography, physical and

chemical adsorption, corrosion, catalysis, and reaction kinetics. The transition between elastohydrodynamic and

boundary lubricationisnot sharp,and thereexistsa region,calledthemixed lubricationregime,which consists

ofsome clastohydrodynamicand some boundary lubrication.

Other FactorsAffectingLiquid Lubrication

Many factorsinfluenceliquidlubricationbesidesviscosity,speed,and load. Probablythemost influential

parameteristemperature.Temperatureaffectstheviscosityof off,which vaporizesatsome hightemperatureor

becomes too_,ickto flowfreelyatsome low temperature.Because oilstendtooxidize,oxidationinhibitors

must be added. Sometimes oilscontaincertainchemicalsthatcorrodemctallicsurfaces.In some casesthe

bearingsurfacesthemselvescan initiatethechemicalbreakdown orpolymerizationof oils(especially

fluorocarbonoils(18-20)).Oilscan attacksealsand causethem toshrinkor swell,and sometimesoilshave a

tendencytofoam, which can cause lubricantstarvation.

Thus,inadditiontoaddingchemicalstooilstomake them betterboundary lubricants,many othertypes

ofchemicalsmust be added tomake oilseffectivelubricants.For more informationcn thetheoryof lubrication

and thetypesof additivesneeded inoilsseeBooser (21).

Selid Lubrication Mechanisms

SoLid lubrication is essentially the same as boundary lubncation (with liquids), except that there is no

liquid carrier to resupply a solid material (such as a chemical reactant) to the surfaces to produce a lubricating

solid film. Instead, a solid film must be applied to the sliding surfaces before sliding commences, and this film

must last for the life of the component. An alternative to using a film is to make a par of the beating (e.g., the

beating cage) out of a solid lubricant material or a solid lubricant composite material.
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When using films or coatings two basic lubrication mechanisms must be considered (22). The first

mechanism is illustrated in Figure 5 (22), where a metallic pin is sliding against a film applied to a sandblasted

disk. This mechanism is applicable to thin film lubrication where loads are very high. The mechanism involves

thc shear of an extremely thin layer of solid lubricant (usually less than 2 Inn thick) between a transfer film on

the counterface surface (pin or rider in pin-on-disk testing) and the film itself on the substrate surface. The

lubrication process is dynamic. Lubricant builds up in the entrance area of the pin and flows across the pin

contact area and out the exit area of the pin. Flow also takes place on the substrate surface (disk in pin-on-disk

testing). Having a rough substrate surface is helpful for two reasons: (1) It helps prevent lateral flow of solid

lubricant from the contact area, and (2) the valleys between the asperities serve as reservoirs for solid lubricant

materials. The disadvantage of rough surfaces is that sharp asperity peaks can increase run-in wear; however,

the surface topogral:hy can be controlled to minimize this.

The effect on endurance life of applying molybdenum disulfide (MoS 2) films to surfaces with different

roughnesses is shown in (23). Endurance lives in that study were obtained for MoS 2 films appli_xi to polished,

sanded, and sandblasted surfaces. the sanded surface provided up to 20 times, and the sandblasted surface

provided up to 400 times, the endurance life of the polished surface.

The second mechanism takes place when a coating (thick film) is employed. For this mechanism to work

the coating must be capable of supporting the load. The lubrication process will then involve the shear between

a transfer film on the pin and the thin, ordered solid lubricant layer on the coating surface. The wear process is

one of gradual wear through the coating. Figure 6 shows actual cross-sectional areas of a polyimide-bonded

graphite fluoride f'ilm after experiencing a pin sliding over it for various sliding intervals. Note that the vertical

magnification is 50 times the horizontal magnification to emphasize the wear process. Initially. the film

asperities were capable of supporting the load, and it could be seen by high- magnification optical microscopy

that an extremely thin shear layer had developed on the coating surface It took 3500 kilocycles of sliding to

wear through this 40-tun-thick coating and reach the metallic surface.



Theadvantage of this lubrication mechanism is that once the metallic surface is reached by the pin

(counterface), continued lubrication can occur by the first mechanism (i.e., shear of a thin film on the metallic

surface). Thus, much longer endurance lives are obtainable with coatings. This particular coating had an

endurance life of 8500 kilocycles° Studies have shown that the rate of this particular coating wear was

determined by the load and by the contact area of the metallic slider (24). Reducing the contact area or the load

extended the endurance life.

One caveat to be aware of in _,his wear process is that if the coating does not have the strength to support

a particular load, it will quickly be worn away (either it will plastically deform or brittlely fracture, debonding

from the surface). This result is not necessarily bad because a "secondary fdm" can form from wear debris

and/or material that has not been debonded. However, if the film is too thick or the geometry is not correct, the

secondary film may not form at all. Thus, it is important to know how thick to apply a film. A thin film has a

better chance of forming a very thin shear film than does a coating (a thick film) that will not support the load.

With a thin film there is less chance of wear particles escaping the contact area during fdm d_formation (known

as run-in).

Other Factors Affecting Solid Lubrication

Many factors or conditions also affect solid lubricant performance: type of substrate material rmto which

a solid lubricant film is deposited, surface finish of substrate material, type of counterface material, surface

finish of counterface material, surface to which a solid lubricant film is applied, surface hardness of substrate

and countefface materials, geometry of sliding specimens, contact stress or pressure, temperature, sliding speed,

and environment (atmosphere, fluids, dirt). Depending on the particular solid lubricant employed, changing the

value of just one of these parameters can alter the coefficient of friction, wear rate, or endurance life. Also, a

point to remember is that low friction does not necessarily correlate to low wear or long eaduraace lives. For a

more detailed discussion of how these factors affect solid lubricant performance see (12). One cannot specify a

wear rate or a coefficient of friction without knowing all the conditions under which the mechamsm _. ill be

operating.



Advantages and Disadvantages of Solid and Liquid Lubricants

Some of the various difficulties associated with using solid and liquid lubricants have been discussed in

previous sections of this article. Table 2 summarizes the advantages and disadvantages of using liquid

lubricants for space applications; and Table 3 summarizes the advantages and disadvantages for using solid

lubricants for space applications.

FUTURE SPACE TRIBOLOGICAL CHALLENGES

Spacecraft

Kannel and Dufrane (25) conducted a study of the tribological problems that have occurred in the past

and are projected to occur in future space missions. Figure 7 (25) is a qualitative chart which illustrates that

despite significant advances in tribology, the demands on tribology for future space missions will grow faster

than the solutions.

Lubrication problems in space are dependent on the particular application. In many case¢ there are no

loads on bearings in space and they have to be preloaded. Also many bearings in Earth orbit operate

predominantly in the elastohydrodynamic lubrication regime. For these reasons the stresses on the oils may not

be as great in Earth orbit as they are on the ground. Thus, the lubricants employed have produced fairly good

success over the years. However, loss of lubricant through vaporization, creep, and degradation has caused

some bearings to fail before their missions were complete.

In an attempt to reduce vaporization (and also contamination) new synthetic lubricants, _uch as the

PFPAE's, have been employed that have extremely low evaporation rates (8). These lubricants also have

excellent viscosity characteristics. Although, in theo_, these lubricants appear to be exceptional, in operation

some failures have occurred from chemical breakdown. Researchers have shown that the presence of

chemically active surfaces and/or v.-,.at particles combined with exposed radicals in the fluid will inevitably

result in acidic breakdown of the lubricants (18-20). More research needs to be done to understand this

breakdown process in order to make synthetic lubncants reliable. Another problem with these lubricants is that
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traditional mineral oil additives are not soluble in them. New additives need to bc developed for these PF'PAE

lubricants.

Solid lubricant films are used where it is not convenient to use liquid lubricants or where contamination

might be a problem. As mentioned previously, solid lubricant fdrns have finite lives. As a general rule of

thumb they are not employed where they will experience more than 1 million sliding cycles. An additional

problem with some solids is that sometimes powdery wear particles can be produced which can pose a

contamination problem on sensitive surfaces. There is a need to develop solid lubricant f'dms that will provide

longer endurance lives and not produce powdery wear particles.

A significant problem for space lubrication is the lack of oxygen. Oxide laycr._ on metals play an

important role in the boundary film lubrication process. On Earth most su_aces are covered with oxide films,

these films help to prevent adhesion between suzfaces. In a vacuum, if these oxides are removed (by the sliding

process), they cannot be reformed as they are on Earth and severe wear of metallic surfaces will occur. This is

one reason that boundary additives are necessary in oils; that is, if for some reason metal-to-metal contact

occurs and removes an oxide film, the additives can then reform an oxide film or some other type of surface

fdm to prevent future metal-to-metal contact. In the case of noniubricated sliding or solid lubricant sliding,

where oxide films cannot be replaced if worn away, catastrophic failure can occur. Thus, it is imponam for any

metallic surface sliding in a vacuum to be covered with some type of film to prevent metal-to-metal contact.

Atomic oxygen is the major constituent in a low-Earth-orbit environment. NASA has just recently

recognized it as being an important consideration in the design of long-lived spacecraft (27). Experiments on

two space shuttle missions (STS 5 and 6) as well as with the Long Duration Exposure Facility (LDEF) have

shown that material surfaces can change when exposed to atomic oxygen. Carbon, silver, and osmium have

been found to react quickly enough to produce macroscopic changes in their structures. Carbon reacts to form

volatile oxides. Silver forms heavy oxide layers that eventually flake or spall, resulting in material lose

Polymers, such as epoxies, polyurethanes, and polyimides, also have been found to be reactive with

atomic oxygen. The reaction efficiency did not secl_ to be strongly dependent on chemical structure however.

10
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Some representative reaction efficiencies are shown in Table 4. The efficiencies are expressed as the volume of

material lost per incident oxygen atom. The data indicate that using polymers (either as binders or alone as

solid lubricants) may not be appropriate if the polymer is to undergo long exposure to atomic oxygen.

Prehminary indications are that atomic oxygen also degrades MoS 2.

Planetary. Surf_e _/ehicles and Lunar Processing Plaut_

It is ,,,lticipated that when a manned outpost is established on the Moon, the high vacuum (10 -12 tort)

combined with the fine abrasive dust will have a deleterious effect on sliding components, especially if they are

unlubricated. The dust will accelerate the removal of protective oxide films on metals. This could especially be

a problem with "'track type" vehicles. In addition to being abrasive, the dust is also positively charged; thus it

will have a tendency to adhere to everythihg. Lubricants, both liquid and solid, will have to be sealed so that

the dust cannot invade them. New concepts in sealing will be needed.

Another anticipated problem on the Moon is the wide temperature extremes. In the daytime the

temperature can reach I 11 °C; at night it can fall to -181 °C, as was found during the Apollo missions (28).

And because the Moon's rotation rate is low, days and nights on the Moon are 14 Earth days long. (By

contrast to the lunar temperature, recorded temperature extremes on the surface of the Earth range from -88.3

°C in Antarctica in 1960 and to 58.0 °C in Libya in 1922 (29).) Currently, no liquid lubricants will operate at

these cold lunar temperatures. Either the lubricants will have to be heated (which will expend precious energy)

or solids must be employed. Even so, this is an area where little technology research has been performed.

Research needs to be conducted to better understand how to lubricate at these low temperatures.

In addition, the Moon has no protective atmosphere to shield mechamcal equipment and their a-ibological

systems from solar and cosmic radiation. There is no long-term experience as to how equipment will perform

under these conditions.

.,Space Simulation Problen_

Because the tribological propexties of materials are extremely system dependent (i.e., the friction, wear,

and lubricating ability are strongly dependent on such operating conditions as load, speed, type of contact,

li
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temper.,n :re, and atmosphere), it is imperative that technology testing simu_.:'e ._s c!osely as possible the

particl.lar space application. The vacuum, load, speeds, etc., can be shamlated fairly easily on the ground, but it

is ne_ as easy to simulate zero gravity or the radiation/atomic oxygen en_onment of low Earth orbit,

Also difficnlt to simulate through technology testing are the forces and vibrations experienced by

mechanical cempor_ents during launch. These parameters can cause a lubricant or component to fail

imme_liately, or they can decrease the life predicted through ground-based testing.

Problems can also occur through storage of setellites. Satellites axe sometimes stored for years before

launch. (Y_ls tend to creep away from contact zories., s lubricants can oxidize or absorb water and decrease

their lubricating ability, etc. More reseaxch needs to be doric in these areas to detemdne which parameters axe

important and which axe not important.

Accelerated Testing Problems

Designers would like to know how long a paniculax mechamcal component will operate before it fails.

Pr_.sently, the only way to ascertain this is to operate the mechanism in a full-scale ground test. The problem is

that these t_ts may have to mn for years. Accelerated testing can be done on some _3lid lubricants because

wear rate is often speed independent. When this is the case, the sliding speed can be simply increased to

increase the number of sliding cycles.

Because liquid lubrication is not speed independent, speed cannot be increased to accelerate the test.

"r2aerefore, a better understanding of the failure mechanisms of liquid lubricants is needed so that these

mechanisms can be analytically modeled to simulate a life test. It may be possible to determine failure

precursors on bearing surfaces (such as chemical changes or microcracks) by using surfac.e _ience. Knowing

these precursors would allow us to predict bearing life under various testing conditions and to make corrections

that would extending bearing life.
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POTENTIAL NEW LUBRICATION TECHNOLOGIF_,S

Dense Thin Films of Solid Lubricants

Sputtered MoS 2 coatings have been used as lubricants for many years (30.31). Recent improvements in

sputtering tec.hnology by programs conducted at the National Centre of Tribology in the United Kingdom (32)

and by programs sponsored by the Strategic Defense Initiative (SDI) (33-35) have produced dense, thin films of

sputtered MoS 2 that have exhibited extremely low friction coefficients (as low as O.01) and long endurance lives

(milhons of ,evolutions in a space bearing). These fihns show considerable promise for space applications

where billiens of cycles are not required.

Powder Lubrication

Heshmat (36,37) has been investigating the use of fine powders to lubricate rolling-element and sliding

bearings His studies have indicated that the powders (under certain conditions) flow much like liquids in

hydrodynamic lubrication The results are preliminary, but they suggest the potential for using powders to

lubricate at high temperatures where hquids will not function.

Novel Noncontact Lubrication Solutions

An alternative to using oils or sohds to lubricate a moving component is to use a high-pressure gas film,

eithel extem',Aly pressuriz_d as in a hydrostatic gas bearing or self-acting as in a hydrodynamic foil bearing.

Gas bearings have been used f_r l,.any years. One problem with them is that at startup or shutdown the sliding

surfaces come into contact, so that they have ¢o be hydrostatically elevated or coated with a solid lubricant to

lubricate the surfaces during these intervals (38). Also overloads and shock loads can cause high-speed sliding

contact, further demonstrating the need for a solid lubricant coating. Gas bearings are somewhat limited hi their

load-carrying abihty, but they work well for high-speeA applications.

Magnetic Bearings

M._ne6c bearings essentially use opposing magnetic fields to separate the sliding surfaces. Usually, a

combination of permanent and electromagnetic materials is used. Magnetic bearings are not widely u-sed today,

but they have considerable promi_ for future luLricating systems (39). One of the problems inhibiting their use
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has been that complicated and heavy electronic systems are required to ensure their success. With the

development of improved electronics in recent years the future use of magnetic bearings appears promising.

Solid lubricant coatings must be incorporated into the design of these bearings to prevent wear damage during

an occasional bump.

In general, hard coatings are not considered to be lubricants, but they do prevent wear and sometimes

reduce friction. To date, not many "nonlubdcating" coatings have been used in space applications. Miyo-ohi

(40-42) has shown that these materials have considerable promise for use in space systems. I believe that h_'d

coatings could be used in conjunction with layer lattice soLid lubricants to help extend endurance fives. In

addition, they might be used with liquid lubricants to reduce friction and wear during boundary lubrication-

There are many other potential applications.

InS___ itu_Sputtering of Solid Lubricants

Mthough it has not been attempted yet, I suggest that, because many space applications occur in a

vacuum, it may be possible to develop sputtering systems that could sputter a solid lubricant materi_! onto a

surface while it is in operation. 7_fis would be one _vay of tesupplying solid lubricant films and essentially

providing infinite endurance life.

CONCLUDING REMARKS

This article has presented an overview of the current state of the art of tribology, some current and furore

perceived space lubrication problem areas, and some potential new lubricating technologies. It is my opinion

that tribology technology, in general, *hasnot significantly advanced over the last 20 to 30 years, even though

some incremental improvements in the technology have occurred. We have a better understanding of

elastohydrodynamic lubrication, some new lubricating and wear theories have been developed, and some new

liquid and solid lubricants have been formulated. However, the iraportant problems of being able to I.ubticate

reliably at high temperatures or at cryogenic temperatures have not been adequately addressed.

14
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The need is even greater in the area of space tribology: little new lubrication technology Ires been

developed for use in space since the Apollo years. The same technology is still being used today, 20 years

later. The technology has worked adequately for most NASA missions that have flown to date; but as NASA

plans longer duration, more demanding missions, the technology will not oe sufficient.
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TABLE I.---PROPERTIESOFSOMECOMMONLYUSEDSPACELUBRICANq'S

Tylx: of lubricant

KG-80, mineral oil

Apiezon C, mineral oil

BP 110, mineral oil

BP 135, ester

Nye 179, polyal-

phaolefin

Nye UC7, neopentyl-

r_olyolester

Nye UC4, neopentyl-

polyolester

SiHCp silahydro-
carbon, type 1

SiHC2, silahydro-
carbon, type 2

Fomblin, PFPAE

(Bray 815Z)

Krytox, PFPAE

Demnum, PFPAE

Average
molecular

weight

, =

Viscosity
at20 C,

cSt

52O

574 250

120

55

a30

75

44

1 480 278

1 704 480

9 500 255

2717

500"_'_25

11000

8 40O

aViscosity at 40 °C.

Viscosity
index

101

108

128

139

125

128

355

210

Pour

point,
°C At 20 oC

-9 lxl0 -_

-15 5x10 -7

-24 5x10 -7

-45 lxl0 -6

<-60 9x10 -7

-56 7×10 -7

...... 3x10-6

_50 .......

-15 .......

-66 4x10 -t°

-15 4×10 -12

-53 7x 10-9

Vapor pressure, Pa

At !00 °C

lx 10-6

1x 10 -7

lxl0 -5
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TABLE2.--ADVANTAGESAND DISADVANTAGESOF
USING LIQUID LUBRICANTS

Advantages

Long endurance lives if properly employed
Low mechanical noise in most lubrication

regimes
Promotion of thermal conductance between

surfaces

Very low friction in elastohydrodynamic

lubrication regime

No wear in hydrodynamic or elastohydro-

dynamic regimes
No wear debris

Disadvantages

Finite vapor pressure (oil loss and

contamination)

Lubrication temperature dependent (viscosity,

creep, vapor pressure)
Seals or barrier coatings needed to prevent

creep
Frictioti (viscous) dependent on speed

Endurance life dependent on lubricant

degradation or loss
Elecuically insulating

Additives necessary for boundary lubrication

regime
Long-term storage difficult
Accelerated testing difficult if not impossible

2O



TABLE3.--ADVANTAGESANDDISADVANTAGES
OFUSING SOLID LUBRICANTS

Advantages

Negative vapor pressure (no
contamination)

Wide operating temperature range

No migration of lubricants
Good boundary lubrication and electrical

conductivity

Minimal deg_dation

Accelerated testing possible

Good long-term storage
No viscosity effects

Corrosion protection

Disadvantages

Endurance life dependent on operating

conditions, e.g.,

- Atmosphere (air, vacuum, etc.)

- Sliding speed

- Load and contact geometry
Finite life

Some wear

- Op,'ning up clearances
- Producing wear debris

Poor thermal characteristics

(no heat dissipation)

Re.application difficult or impossible

Heavy transfer (can produce erratic torque at

low speeds)
Inability. to be evaluated in air for use in

va_uuiIl
i ,
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TABLE 4.--REACTION EFFICIENCIES OF

SELECTED TRIBOMATER/AI_ WITH

ATOMIC OXYGEN IN LOW
EARTH ORBIT

[From 27).]

Material Reaction efficiency,
cm3/atom

I Kapton
Mylar

Tedlar

Po,.yethylene

Polysulfone

1034C graphite/epoxy

5208/T300 graphite/epoxy

Epoxy

Silicones

IriTE

Car_on (various forms)

Silver

3.0xlO24

3.4

3.2

3.7

2.4

2.1

2.6

1.7

1.7

<.05

0.9x1024 to 1.7)<1024

Heavily attacked
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System Mission classes
classes 1990's 2000's

Transportation

Spacecraft

Lame
space
.,zy_tems

engine %. ,-'%%._ _
\'_ _,, Geosy_-_us v

_ v j Translunar and Mars OTV ""
Crew emergency
rescuevehmleQII o13

Shuttle,- placement

7
derived _ll _d_nce_l- launch sy_m i
vehicle _ " .:l, , • I r_

_mm,_)m,m_ Comet rendez_>us/astoroid flyby
) Saturn orbiter

LEO ,.,.(-%_ i_"O Mars sample return
e----

I

F._ systems GEO
I •

( ) Largede_oyaUerenector

K)Cspacest_,_
• i_ II

Y

201 O's

Manned
Mals
OTV

',liJ

F_anetary
probes

2020's

Advanced man.ed
transportation system

i ) Nuclear electric
planetary system

=
Outer planet orbiters

Mars
Mar_Slants • outpost

FN3ure1.--Proposed timefi'ame for future NASA missions..
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1 Hz rotary

[ m,o.,_m,o,_sl
10-4 Hz antenrla ckives l

--,.. 1 1
OHz

T_

film _ r---Ou.er race

x.....Irlnel' rIK4

Figure 3.---UI_ of baJI I_ fllm-trar_fw mech.

wm.n (_4).
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h ~ 0.025 to 2.5 izrn (10 -6 to 10-4in.)

h - 0.0025 iJum110-Tin.) I
1

o
I I
I - 1

(V'kscosityl(Ve¢ocit 71 ZV

(Load) L

Rgure 4.---Coefficient of friction as funct_n of viscosit3,-

velocity-load parameter (Sbil:;ock-Hersey curve (1 7));
h = film thickness.

h > 0.25 _ (10"Sin.)

Rider

Lubricant film _ \

(a)

Powclery dermis .-_

Buildup of 1,4brica,_t oft

leading edge of asperit:,es

Rider

Film flow from

nder ex_ -7 Coalesced particles
/ in rider entrance

_-- Transfer film on

sandbCasted asperi_ fiats

_--- Powdery debris
/ buildup in rider

:," entrance regK:_

r-- Valleys in sandl01aste:l
surface filled with

lubricant

Figure 5._ldeaJLzed schematic drawing of sliding surfaces, illustnltJng first lut)rtcabor_ mechanism. (a) Fro_, _wv,

riders4id_goutofpage.(10)Sidev_ew,rk_ skfinglefttoright.
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m • _ • •

Bright areas visible with

optical microscopy
I \

I \\ (a) po)

I. • , (c)

(d)

.+

_'_i_++_, _+_++_',+-_.... ?:!_+_.+_:+_+..

(e)

+
l_Opm

1000 pm

Figure 6.--Surface ptordes taken after ,rariou- sliding intervals for 0.95-nnm-diameter pin flat sJiding on

polyimide-bonded graphite fluoride film (22). (a) SrKling intervzd, 15 kilocycles. (13)Sliding interva;,

500 kilocycles. (c) Sliding interval, 1500 kilocycles. (d) Sliding intervaJ, 3500 kilocycles. (e) Sliding

intervzd,8500k_locyck_
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